SECTION C
TDPL: 5-19-853 DATED: 03/29/02 - END ITEM CODE: R62
NSN: 4240-00-368-6291 PART NO: 5-19-853 START #: C22CAC02

NOMEN: Filter, Particulate, 12 CFM, M13

Unless otherwise specified herein or annotated as for reference only therein, all documents cited on
TDPL 5-19-853 dated 29 March 2002 are mandatory for use in the manufacture of the item(s) on this
procurement. The following specific exceptions also apply:

1. Where referenced in the TDP, and in the TDPL section SPECIFICATIONS AND STANDARDS,
change as follows:

Was: DOD-STD-100 Is: ASME Y14.100, Y14.24, Y14.34M, and Y14.35M
MIL-A-81596 . SAE-AMS-A-81596
MIL-F-51079 ASME AG-1
MIL-STD-105 ANSVASQ Z1.4
MMM-A-250  A-A-59692
QQ-A-250 ASTM B209
QQ-A-250/1 ASTM B209
PPP-P-291 : A-A-1051
QQ-S-571 ANSI J-STD-004, J-STD-005, and J-STD-006
SAE-AMS-R-6130 ASTM D6576
UU-P-268 A-A-203

2. TDPL, under SPECIFICATIONS AND STANDARDS, add the following documents:

MMM-A-121 Adhesive, Bonding Vulcanized Synthetic Rubber to Steel

SAE-AMS-QQ-P-416 Plating, Cadmium (Electrodeposited)

ASTM D5118 Standard Practice for Fabrication of Fiberboard Shipping
Boxes

ASTM D1974 Standard Practice for Methods of Cleaning, Sealing, and
Reinforcing Fiberboard Boxes

ASTM B373 Standard Specification for Aluminum Foil for Capacitors

3. TDPL, under PACKAGING DRAWINGS, add the following Special Packaging Instruction:
P5-19-853

4. Drawing 5-19-853 and Parts List 5-19-857. In place of MIL-F-51079, refer to ASME
Standard AG-1, Section FC (HEPA Filters).
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5. Special Packaging Instruction P5-19-853, delete “PPP-P-636" and substitute “ASTM D5118
and ASTM D1974”. Delete “MIL-P-116" and substitute*MIL-STD-2073/1".

6. The following Statement of Work for Ozone Depleting Chemicals also applies.
STATEMENT OF WORK - OZONE DEPLETING CHEMICALS

1a. The following specifications and standards may be listed and included as part of this
Technical Data Package (TDP)/ Scope of Work (SOW):

MIL-STD-2073/1

b. Other specifications and standards, which identify ODCs among alternative substances for
use, are part of this TDP/SOW as follows: TT-C-490.

c. The above specifications and standards allow the optional use of Ozone Depleting Substances
(ODS) or Ozone Depleting Chemicals (ODC). Preference should be given to the Non-ODS/ODC
choices in compliance with Executive Order 12843, dated April 21, 1993, "Procurement
Requirements and Policies for Federal Agencies for Ozone Depleting Substances".

2. Other specifications and standards containing ODS/ODC materials and included in this TDP
for which a substitute is provided are as follows: N/A.

3. Other specifications and standards included in this TDP that specify use of an ODS/ODC and
have been approved for use are as follows: N/A

4. NOTE: Offerers are requested, although not obligated, to perform their own screening of the
TDP specifications and standards or SOW and identify any additional potential ODS/ODC to the -
contracting officer.

5. Shelf Life Markings shall apply to the packaging as specified in contract Section D and shall
be in accordance with MIL-STD-129. The shelf life markings shall include the assembled date
(mo/yr) and the Inspection/Test date (mo/yr). The inspection/test date shall be 36 months in the
future from the assembled date.



